Ehel-| secTIoN couNTY | QTALSHEET 1
90/94[p021-922PT.1-AC)  COOK | 460 | %6 |
STA. TO STA. 2
2 16 & VARIES 4° & VARIES FED. ROAD DIST. NO. 1 {ILLINOIS | FED. AID PROJECT g
= @ 62693 |S
ALTERNATE MATERIALS FOR WALLS 1 0\
(MIN)
PCC SHOULDERS, 11’ PRECAST REINFORCED CONCRETE SECTION 75 ~
3 el
s
CONCRETE MASGNRY UNIT 125 ;
(5) 8\
CAST-IN-PLACE CONCRETE 150 %
PCC PAVEMENT ) 3
11 (JOINTED) OR M-4.48 C&G MOD BRICK MASONRY 200 é;
_lrj‘/;.— 14" CRC 2% & VARIES VARIES OR M-4.24 . - . ® 2
. N i i @4 ™ 'l &
TOP OF
L \ F | /MASONRY ‘ z:
o« e
~ HALF TRAP TO BE USED ON 2
STABILIZED KALt CITY OF CHICAGO CATCH BASINS <
SUB-BASE, 4" OR 6 &
VA 2% & VARIES " PIPE TO BE LAID ON S
‘A// - / va - 9" OVE w A MINIMUM GRADE §’
— YARIES ‘ ‘ TRENCH 2 OF 17, &
g 8
SUB-BASE GRANULAR B t50R
MATERIAL, TYPE B-24"— o L~ @
=
=
GEOTECHNICAL FABRIC FOR GROUND STABILIZATION = T 3 DIA. OF PIPE
© :' —6 OR GRLATER
E |
2 g
PIPE UNDERDRAIN, 6 @
(ENCASED WITHIN FA-2) 760 (30) UNLESS
< GTHERWISE NOTHD ~ UNDISTURBED
CAST-IN-PLACE ON THE PLANS, GROUND
PIPE UNDERDRAINS ALONG RAMPS o
— -t 50{2)R
8ls S e B R
—. Ty b
NOTES: — e Pt
(1) GEOTECHNICAL FABRIC FOR GROUND STABILIZATION SHALL BE PLACED THE ENTIRE ELEVATION
WIDTH FROM INSIDE EDGE OF PIPE UNDERDRAIN TRENCH TO INSIDE EDGE OF PIPE CREFABRICATED CONGRETE
UNDERDRAIN TRENCH AND SUB-BASE GRANULAR MATERIAL TYPE B-24 SHALL BE PRECAST REINFORCED e e “SRe It
PLACED THE ENTIRE WIDTH FROM BACK-OF-CURB TO BACK-OF-CURB PRIOR TO CONCRETE SLAS REINFORCED CONCRETE
UNDERDRAIN INSTALLATION. REPLACEMENT OF THE SACRIFICIAL SUB-BASE GRANULAR SECTIONS ALTERNATE IS USED.
MATERIAL TYPE B-24" ABOVE THE NEWLY PLACED PIPE UNDERDRAIN TRENCHES L l ) glg T\"
SHALL BE INCLUDED IN THE UNIT PRICE OF THE PIPE UNDERDRAIN, 6. @ b — . - _ _ . —
(2) RIGHT SHOULDER IN DIRECTION OF TRAFFIC P N SR A S S i [ » L\
(3) LEFT SHOULDER IN DIRECTION OF TRAFFIC ———— e T T T 7 - =
ele
z 16" & VARIES 8 YZ“)F”ES ALTERNATE BOTTOM SLAB
. ALL DIMENSIONS ARE IN MILLIMETERS (INCHES)
PCC SHOULDERS, 11 UNLESS OTHERWISE SHOWN,
M-4.48 C&G MOD -
OR M-4.24 FRONTAGE ROAD
PCC PAVEMENT i FOR TYPE C CATCH BASIN
11" (JOINTED) OR |
" 2% & VA
14" CRC 2% & VARIES VARIES :
\ _ |
| |
< |
STABILIZED i
. N e "
| SUB-BASE OR 6 9" OVERLAP i
! RLAP L
TRENCH FABRIC |
\ - 2% & VARI
! A / « VARIES VARIE |
1 : — \
: SUB-BASE GRANULAR / . Ik,
1 MATERIAL, TYPE B-24" / & pA Ny
! ; )
: GEOTECHNICAL FABRIC FOR / ARTaa
: GROUND STABILIZATION —
I
! PIPE UNDERDRAIN, 6
i (ENCASED WITHIN FA-2) e VISIONS ILLINOIS DEPARTMENT OF TRANSPORTATION -
: F.A.I. 90/94 (DAN RYAN EXPRESSWAY) o
1 L 63rd ST TO 59th ST (FRONTAGE ROAD & RAMPS) :’3
PIPE UNDERDRAINS ALONG RAMPS WITH RETAINING WALLS et ANDERDRAIN N
. PIPE UNDERDRAIN «
ENGINEERS TYPE C CATCH BASIN 5
CONSOER TOWNSEND ENVIRCDYNE ENGINEERS, INIC. SCALE: NONE DRAWN BY: JB &J
303 EAST WACKER DRIVE, SUITE 600 F %
CHICAGO ILLINOIS 6060I-5212, PHONE: (312) 938-030C 10 8 DATE: October 29, 2004 CHECKED BY: EEY I




